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Part No. Size  Unit  

A30-12 12oz   12/Case
A30-16 16oz   12/Case
A30-1g 1 Gallon   4/Case
A30-55g 55 Gallon 
A30-275g  275 Gallon

A30 PURE WAX Is a high tech, user-friendly cream wax formulated
with the latest scientifically engineered polymers and waxes. It can be 
used as one-step, on lightly oxidized finishes or as a second step after 
paint has been precleaned. It may be applied by hand, high speed or 
orbital buffer, with either a wool or foam pad.

Shake well - With buffer: Applyproduct evenly to a 2 sq. ft. area. Begin 
buffing with sufficient pressure to remove imperfections, easing up 
gradually as gloss is achieved. By hand: Apply evenly with soft towel. Let 
haze Wipe off with terry cloth.

Flash Point:    65 °C at 101.3 kPa 149 °F at 1 atm

Appearance:   Light Orange

Physical State:  Liquid (viscous)

Odor:    Fruity

Specific Gravity:  .99g/cm³, 8.26 lb/USGal (H2O = 1)

Dangerous Goods:  Not regulated - US DOT, IATA, IMDG

Can cause eye irritation. Excessive inhalation may cause respiratory irritation. Ingestion 
can cause gastrointestinal irritation. Prolonged skin contact may cause slight irritation.

Eyes: Flush with water for 15 minutes, call physician if irritation persists. Inhalation: 
Remove to fresh air, call physician if irritation persists. Ingestion: Do not induce 
vomiting, call physician.
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