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Part No. Size  Unit  

A35-12 12oz   12/Case
A35-16 16oz   12/Case
A35-1g 1 Gallon   4/Case
A35-55g 55 Gallon 
A35-275g  275 Gallon

A35 RESIN WAX is an easy to use liquid wax. It is an easily applied 
liquified paste wax formulated with premium grade carnauba wax. A35 
Creates a deep, long-lasting gloss, dries fast, cuts down on time and 
labor.

Product separates. Shake well before and during use. Spray or hand apply 
a thin coating on new or precleaned finishes. Allow A35 RESIN WAX to 
dry to a haze then remove with a clean soft cloth or orbital polishers.

 

Flash Point:    31 °C at 101.3 kPa 87 °F at 1 atm (closed cup)

Appearance:   Light Yellow

Physical State:  Liquid 

Odor:    Fruity

Specific Gravity:  .91g/cm³, 7.59 lb/USGal (H2O = 1)

Dangerous Goods:  Not regulated - US DOT, IATA, IMDG

Can cause eye irritation. Excessive inhalation may cause respiratory irritation. Ingestion 
can cause gastrointestinal irritation. Prolonged skin contact may cause slight irritation.

Eyes: Flush with water for 15 minutes, call physician if irritation persists. Inhalation: 
Remove to fresh air, call physician if irritation persists. Ingestion: Do not induce 
vomiting, call physician.
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